Equipment
Insect Light Traps

Jaguar 30

Glue board Unit

CONFORMS TO GOOD HYGIENE PRINCIPLES
AND IS HACCP SUPPORTIVE

Large glueboard area - Increased insect adhesion
High quality unit

High quality UV tubes - Correct light output ensures
increased attractiveness to flying insects

Time efficient serviceability - Quick, simple glue
board and tube replacement

Environmentally friendly - No chemicals used

Glue boards are grid marked to assist with HACCP
monitoring reports

Available in white or high quality stainless steel
Can also be a free standing unit e.g. table top

Silent operation

Fitted with high quality Shatter Proof tubes as per
HACCP and Food Safety requirements
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TUBES COVERAGE DIMENSIONS (mm) WEIGHT

(hxwxd)
275 x 345 x 125

(in excess of)

2 x 15 W | Wall Mounted:
100 m?

3.9 kg

PACKAGING: Unit (incl. 2 x Phillips Shatter Proof
tubes and 1 x glue board)

Glue board Unit

> CONFORMS TO GOOD HYGIENE PRINCIPLES
AND IS HACCP SUPPORTIVE.
) Double sided - insect entry from 360°
) Large glueboard area - Increased insect adhesion
» High quality unit
» High quality UV tubes - Comect light output ensures
increased attractiveness to flying insects
p Time efficient serviceability - Quick, simple glue
board and tube replacement
> Environmentally friendly - No chemicals used
» Glue boards are grid marked to assist with HACCP
monitoring reports
» Available in white or high quality stainless steel
.+ Silent operation
 Fitted with high quality Shatter Proof tubes as per
HACCP and Food Safety requirements
TUBES COVERAGE DIMENSIONS (mm) WEIGHT
(in excess of) (hxwxd)
4x15W Ceiling
Suspended: 285 x 488 x 132 6 kg
300 m?

PACKAGING: Unit (incl. 4 x Phillips Shatter Proof
tubes and 2 x glue boards)



Insect Light Traps

Electric Grid Unit

) CONFORMS TO GOOD HYGIENE PRINCIPLES
AND IS HACCP SUPPORTIVE

) Top quality transformer used - Reduced noise factor.
Cracking, sparking sound replaced by softer buzzing.
Fly does not splatter upon contact with grid

) High quality UV tubes - Correct light output ensures
increased attractiveness to flying insects

) Automatic power off - Eliminates accidental shock risk

) Ease of service - Easy access to intemal parts without
risk

) High quality unit

) Environmentally friendly - No chemicals used

) Available in white or high quality stainless steel

) Fitted with high quality Shatter Proof tubes as per

HACCP and Food Safety requirements
TUBES COVERAGE DIMENSIONS (mm) WEIGHT
(in excess of) (hxwxd)
2x15W Ceiling 332 x 490 x 132 6.5 kg
S ded:
Puma 215 uspende
PACKAGING: Unit (incl. 2 x Phillips Shatter Proof
tubes)
Uplight Unit

) Silent and discreet - Designed to look like a
modem wall uplight, Luralite conceals its purpose
as an effective insect nit. Luralite comes
in a white finish and is ideal application
where descreet insect control is requi
CONFORMS TO GOOD HYGIENE PRINCIPLES
AND IS HACCP SUPPORTIVE

Increased efficiency - 'Open’ design for maximum
UV light output

Environmentally friendly - No chemicals

Ease of service - Simple maintenance

Front Of House usage

One year guarantee - Complete peace of mind

New high powered UV tubes - Proven to be
significantly more attractive than standard UV tubes
Fitted with a high quality Shatter Proof tube as per
HACCP and Food Safety requirements
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TUBES COVERAGE DIMENSIONS (mm) WEIGHT

(in excess of) (hxwxd)

Luralite 1 x 18 W | Wall Mounted:| 200 x 465x 170 | 3kg

25 m?

PACKAGING: Unit (incl. 1 x Phillips Shatter Proof
tube and 1 x glue board)
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